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Durchmesser 0,50 - 3,175 mm 

Fräser mit Spiralverzahnung, 
rechtsschneidend, Hauptschneiden 
rechtspiralisiert (Schnittdruck
nach oben) mit Fischschwanzanschliff.
Geometrie und optimale Hartmetalle 
ermöglichen hohe Standzeiten und
ausgezeichnete Oberflächenqualitäten.
Bestens geeignet für das Konturen- 
fräsen anspruchsvoller Leiterplatten.
Andere Durchmesser, Spirallängen 
und Spitzenanschliffe auf Anfrage.

Art.Nr.

Item No.

d

(mm)

Ls

(mm)

CMFBM 0500 030 0,500 3,0

CMFBM 0600 030 0,600 3,0

CMFBM 0700 030 0,700 3,0

CMFBM 0800 045 0,800 4,5

CMFBM 0900 045 0,900 4,5

CMFBM 1000 045 1,000 4,5

CMFBM 1100 060 1,100 6,0

CMFBM 1200 060 1,200 6,0

CMFBM 1300 060 1,300 6,0

CMFBM 1400 060 1,400 6,0

CMFBM 1500 060 1,500 6,0

CMFBM 1600 075 1,600 7,5

CMFBM 1700 075 1,700 7,5

CMFBM 1800 075 1,800 7,5

CMFBM 1900 075 1,900 7,5

CMFBM 2000 090 2,000 9,0

CMFBM 2100 090 2,100 9,0

CMFBM 2200 090 2,200 9,0

CMFBM 2300 090 2,300 9,0

CMFBM 2400 090 2,400 9,0

CMFBM 3000 090 3,000 9,0

CMFBM 3175 090 3,175 9,0

Diameter 0.50 – 3.175 mm

Chipbreaker router, right hand cut, 
right hand primary flutes (up-cut), 
fishtail type end cut.
Optimised geometry and tungsten 
carbide results in longer tool life and 
high quality surface finish.
Designed for superior edge finish.
Other diameters, flute lengths and 
point geometry available on request.

CMF 
Hartmetall-Höchstleistungs-Fräser mit Spiralverzahnung 
Tungsten carbide high performance chip breaker routers

Technische Änderungen vorbehalten. Technical specifications are subject to change without notice


